
  CONNECTIVITY

• 5G Sub6
• 4G LTE CAT 22
• 4x4 MIMO Sub6
• 256 QAM Sub6

  BANDS SUPPORTED

• 5G NR: n1/n2/n3/n5/n7/n12/n20/n25/n28/n38/n40/
n41/n46/n48/n66/n71/n77/n78

• 4G LTE: B1/B2/B3/B4/B5/B7/B8/B12/B13/B14/B17/B20/
B25/B26/B28/B29/B30/B32/B38/B39/B40/B41/B42/
B43/B46/B48/B66/B71

• Band support varies by regional SKU

  CHIPSET

• Qualcomm® Snapdragon™ SDX55

  PORTS

• (1) 5Gbps Ethernet LAN Port

  LED INDICATORS

• (1) Power and status LED

  POWER

• Power over Ethernet (PoE)

  HIGN GAIN ANTENNAS

• 14dBi: 3.3GHz - 4.2GHz
• 12dBi: 1.7GHz - 2.7GHz
• 5dBi: 1.5GHz
• 0-4dBi: 600MHz - 1.0GHz

  INCLUDED ACCESSORIES

• Pole Mount Bracket
• PoE Injector
• SIM Tool

  DIMENSIONS & WEIGHT

• 430mm x 400mm x 71.7mm (16.9” x 15.75” x 2.8” )
• 4.22 kg (9.3 lbs)

  OPERATING TEMPERATURE

• -30°C to 70°C (-22 to 158°F)

  ENVIRONMENTAL

• IP67 rating for water and dust ingress protection
• Internal heating element for startup and operation in 

cold environments

  SIM

• Nano 4FF SIM Slot (Dual Sim)

  WEB UI OPERATING SYSTEMS SUPPORTED

• Windows 10 and later
• MacOS 10.14 and later
• Linux® Ubuntu 18.04 LTS and later

  SECURITY

• Inseego Secure™ compatible
• 3rd Party Cybersecurity Penetration Testing Verified
• Security Hardened Web Interface
• Password Hash
• Anti-CSRF
• Session Timeout
• Incorrect Password Lockout
• MACsec Encryption

  STANDARDS / APPROVALS / CERTIFICATIONS

• FCC/GCF/PTCRB
• CE/ISED/MIC/RCM/R-NZ
• Bluetooth SIG

  ENVIRONMENTAL STANDARDS

• RoHS/WEEE/REACH

SPECIFICATIONS




